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Mini PCIe Gigabit Ethernet Network card, 2 x Intel® i210IT 
Extended Temperature -40~85°C

Compliant with PCI Express 1.1

Supports IEEE 802.3az (EEE), 802.1AS, and 802.1Qav (AVB)

Compliant with IEEE 802.3 Ethernet interface for 
1000Base-T, 100Base-TX, and 10Base-T applications 
(802.3, 802.3u, 802.3ab)
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MT321
Mini PCIe Gigabit Ethernet Network card, 2 x Intel® i210IT Extended Temperature 
-40~85°C

•	 Compliant with PCI Express 1.1
•	 Compliant with IEEE 802.3 Ethernet interface for 1000Base-T, 

100Base-TX, and 10Base-T applications (802.3, 802.3u, 802.3ab)
•	 Supports IEEE 802.3az (EEE), 802.1AS, and 802.1Qav (AVB)

Main Features

Specifications Ordering Information
Bus Type Mini PCI Express 

Chipset ID Intel® i210IT

Number of Ports 2 x GbE

Transfer Rate 10/100/1000 Mbps 

Dimensions 30 x 52 mm (W x L) 

Environment Operating Temperature: -40 to 85°C 
Storage Temperature: -40 to 85°C 

OS Compatibility Windows Vista/2012/7/8

Model Number Description

MT321
Mini PCIe Gigabit Ethernet Network Card Trans to 
Two LAN with Golden Finger, Temperature -40 to 
85°C 

MT321-M
2 x M12 Gigabit Ethernet Adapter for MT321, 
Extended Temperature -40 to 85°C (Optional)

MT321-R
2 x RJ45 Gigabit Ethernet Adapter for MT321, 
Extended Temperature -40 to 85°C (Optional)

MT321-M MT321-R

MT321-M20
2 x M20 Metal Shielded RJ45 Gigabit Ethernet 
Adapter for MT321, 
Extended Temperature -40 to 85°C (Optional)

MT321-M20

MT323 2 x RJ45 POE I/O Board with IEEE802.3af 
Standard for MT321

MT323


